














































of  bituminous mixtures4.    It  consists  on  asphalt mixtures  incorporating metallic  particles  in  their 35 
composition that can be heated via induction. The bitumen around the particles is heated and due to 36 
the  thermal expansion and viscosity reduction,  flows and  fills  in  the existing  fissures5. This  is a high 37 
energy‐efficient technology mainly because the bitumen and metal particles within the asphalt mixture 38 




























  Minimum  Maximum  Standard 
Particle polarity  Positive  EN 1430 
Breaking value (g)  170  ‐  EN 13075‐1 
Efflux time (s, 2 mm, 40 °C)  15  70  EN 12846‐1 
Residual binder content (%)  58  62  EN 1428 
Residue on sieving (%, 0.5 mm)  ‐  0.10  EN 1429 
Settling tendency (%, 7 days)  ‐  10  EN 12847 
Adhesivity (%)  90  ‐  EN 13614 
Penetration (0.1 mm, 25 °C, 100 g, 5 s)  ‐  270  EN 1426 












































































  Reference  Experimental  Standard 
Penetration (0.1 mm, 25 °C, 100 g, 5 s)  16  26  EN 1426 













































Voids  Cantabro  I.T.S  Stiffness 





The  evaporation  of  the water  included  in  the  emulsion  has  been  carried  out  using  two  different 160 
methods: the traditional method used to design cold mixes at the laboratory consisting in heating the 161 
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